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BLOCK 14 CONTINUATION PAGE
SPECIFICATIONS:

SECTION 02411 - STEEL SHEET PILING

1. Page 02411-5, paragraph 2.1:
a. Inthe first sentence, delete “ASTM A 572", and substitute “ASTM A 328".
b. Delete the last sentence in its entirety and insert the following sentence:

“Steel sheet piling shall be hot rolled and have the properties equivalent to those listed in
the following table.”

SECTION 09940 - PAINTING

2. Pages 09940-2 and 3, paragraph 1.3.

a. After “CODE OF FEDERAL REGULATIONS (CFR)”, insert,
“29 CFR 1910 Occupational Safety and Health Standards”.

b. After “NFPA 70", insert "(1999)" in front of the title.

c. Delete “NIOSH Pub No. 84-100 (1984; Supple 1985, 1987, 1988, & 1990)
NIOSH Manual of Analytical Methods”

d. Insert "NIOSH Pub No. 98-119 (1998, 4th Ed., 2nd Supplement) NIOSH
Manual of Analytical Methods"

e. Delete " STEEL STRUCTURES PAINTING COUNCIL SPECIFICATIONS (SSPC)”
and substitute "THE SOCIETY FOR PROTECTIVE COATINGS"

f. For SP 5 and SP 7 delete the date “(1991)” and substitute the date “(2000)".

3. Page 09940-3, paragraph 1.4.1.2. In the second sentence, Change "Table 1-1" to "Appendix
A" and change "paragraph 7" to "paragraph 1.7".

4. Page 09940-3, paragraph 1.4.1.3. After "29 CFR 1910.146 and", insert "EM 385-1-1 Section
6l, and"

5. Page 09940-4, paragraph 1.4.1.5. In the first sentence, change "84-100" to "98-119".
6. Page 09940-5, paragraph 1.4.1.8. Delete the last sentence in its entirety.

7. Pages 09940-5 and 6, paragraphs 1.4.1.8.1 through 1.4.1.8.5. Delete these paragraphs in
their entirety.

8. Page 09940-7, paragraph 1.4.2.1. In the first sentence, change "12" to "2.2"
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9. Page 09940-7, paragraph 1.4.2.2. In the second sentence, change "12" to "2.2".

10. Page 09940-9, paragraph 1.7. Add the following before the first sentence, "Work shall be
performed in accordance with the requirements of 29 CFR 1910, 29 CFR 1926, EM 385-1-1,
and other references as listed herein. Matters of interpretation of the standards shall be
submitted to the Contracting Officer for resolution before starting work. Where the regulations
conflict, the most stringent requirements shall apply."

11. Page 09940-11, paragraph 1.7.5. Add the following subparagraph:

“1.7.5.3 Air Sampling

The Contractor shall perform air sampling and testing as needed to assure that workers
are not exposed to contaminants above the permissible exposure limit. In addition, the
Contractor shall provide the Contracting Officer with a copy of the test results from the
laboratory within five working days of the sampling date and shall provide results from
direct-reading instrumentation on the same day the samples are collected.”

12. Page 09940-14. Add the following paragraphs:
“1.12 ENVIRONMENTAL PROTECTION

In addition to the requirements of Section 01352, the Contractor shall comply with the
following environmental protection criteria.

1.12.1 Waste Classification, Handling, and Disposal

The Contractor shall be responsible for assuring the proper disposal of all hazardous
and nonhazardous waste generated during the project. Hazardous waste shall be
placed in properly labeled closed containers and shall be shielded adequately to prevent
dispersion of the waste by wind or water. Any evidence of improper storage shall be
cause for immediate shutdown of the project until corrective action is taken.
Nonhazardous waste shall be stored in closed containers separate from hazardous
waste storage areas. All hazardous waste shall be transported by a licensed transporter
in accordance with 40 CFR 263 and 49 CFR 171, Subchapter C. All nonhazardous
waste shall be transported in accordance with local regulations regarding waste
transportation. In addition to the number of manifest copies required by 40 CFR 262.22,
one copy of each manifest will be supplied to the Contracting Officer prior to
transportation.”

13. Page 09940-14, paragraph 2.2.

a. In the second sentence, delete "Formula E-303d, Epoxy Zinc Rich Paint", and
substitute, "Epoxy Zinc - Rich Primer conforming to MS MIL-DTL-24441/19B".

b. Delete the last sentence in its entirety.
14. Pages 09940-14 and 15, paragraph 2.3.1. Delete this paragraph in its entirety.

15. Page 09940-16, paragraph 3.1.2. Ferrous Surfaces Subject to Severe Exposure,
delete the text of this paragraph and substitute the following revised text:



DACW29-00-B-0131
0001
Page 4 of 4

“Ferrous surfaces subject to extended periods of immersion or as otherwise required
shall be dry blast-cleaned to SSPC SP 5. The blast profile, unless otherwise specified,
shall be 1.5 to 2.5 mils as measured by ASTM D 4417, Method C. Appropriate abrasive
blast media shall be used to produce the desired surface profile and to give an angular
anchor tooth pattern. If recycled blast media is used, an appropriate particle size
distribution shall be maintained so that the specified profile is consistently obtained.
Steel shot or other abrasives that do not produce an angular profile shall not be used.
Weld spatter not dislodged by blasting shall be removed with impact or grinding tools
and the areas reblasted prior to painting. Surfaces shall be dry at the time of blasting.
Blast cleaning to SSPC SP 5 shall be done off site. Within 8 hours after cleaning, prior
to the deposition of any detectable moisture, contaminants, or corrosion, all ferrous
surfaces blast cleaned to SSPC SP 5 shall be cleaned of dust and abrasive patrticles by
brush, vacuum cleaner, and/or blown down with clean, dry, compressed air, and given
the first coat of paint. Upon written request by the Contractor, the Contracting Officer
may authorize mill or shop cleaning of assembled or partially assembled components
specified to receive one of the vinyl-type paint systems or Systems Nos. 6-A-Z and 21-A-
Z employing the epoxy zinc-rich primer. The surfaces shall be coated with the first and
second coats of the specified paint system. The epoxy zinc-rich primed surfaces shall
receive an extra single spray coat of the zinc primer, as specified in the paint system
instructions. The coating shall be maintained in good condition by cleaning and touching
up of areas damaged during the construction period. If pinpoint or general rusting
appears, surfaces shall be reblasted and repainted at no added cost to the Government.
Prior to application of subsequent coats, soiled areas of the coating shall be thoroughly
cleaned and all welds or other unpainted or damaged areas shall be cleaned and coated
in a manner to make them equivalent to adjacent, undamaged paint surfaces.”

16. Page 09940-20, paragraph 3.2.11.2. Delete this paragraph in its entirety.

17. Page 09940-22, paragraph 3.3.3. “3.3.3 System No. 6-A-Z. Delete the text of this
paragraph and substitute the following revised text:

“Epoxy zinc-rich primer 19B shall be applied in accordance with the manufacturer's
directions in a single, half-lapped spray coat to an average dry film thickness of a
minimum of 3.0 mils. The thickness at any point shall not be less than 2.5 mils or
greater then 8 mils for the primer. After a minimum drying period of 6 hours and no
more than 96 hours, at least two coats of coal tar epoxy paint shall be applied to provide
a minimum thickness at any point of 16 mils for the completed system. If the epoxy zinc-
rich paint has been applied in the shop or otherwise has been permitted to cure for
longer than 96 hours, it shall be abraded and recoated with an additional thin tack coat
of the zinc-rich paint, which in turn shall be overcoated within 96 hours with the first coat
of coal tar-epoxy paint. The specified film thickness shall be attained in any event, and
any additional coats needed to attain specified thickness shall be applied at no additional
cost to the Government.”

18. Page 09940-22, paragraph 3.4. Change "Epoxy Zinc-Rich Paint E-303d" to "MS MIL-DTL-
24441/19B".

DRAWINGS: No change to drawings.



